
EC DECLARATION OF CONFORMITY 
 

According to the following EC Directives 

- Machinery Directive: 2006/42/EC 

 

Machine name：Heavy Duty Air Riveter (1/4”)  
Model: SG-0814 

 
Technical Data:  Traction Power 3,055 LBS 
 Blind Rivet Setting Capacity 1/4” 
 Max. Air Pressure 100 psi (7.0 bar) 
 Average Air Consumption 4 cfm 

 
 EN ISO 12100:2010 / Safety of machinery — General principles for design — Risk assessment 

and risk reduction (ISO 12100:2010)  
 

 EN ISO 11148-1:2011 / Hand-held non-electric power tools - Safety requirements - Part 1: 
Assembly power tools for non-threaded mechanical fasteners (ISO 11148-1:2011) 

 EN ISO 20643:2008+A1:2012 / Mechanical vibration - Hand-held and hand-guided machinery - 
Principles for evaluation of vibration emission (ISO 20643:2005) 

Vibration Level : 0.90 ahd m/s2 , the uncertainty, K= 0.58 m/s2 

 EN ISO 15744:2008 / Hand-held non-electric power tools - Noise measurement code - 
Engineering method (grade 2) (ISO 15744:2002) 

 
A-weighted Sound Pressure : 73.5 dB(A) (LpA) 
A-weighted Sound Power : 84.4 dB(A) (LwA)  
C-weighted Sound Pressure level at work station in 102.2 dB(C) (LpC, peak) 
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